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Jun-09

Plumley Farm Research Site, Raleigh County, WV
37° 48’ N latitude; 80° 59' W longitude; 890 m (2920 ft) elevation

Total

Min

Max

Ave

Min

Precip Temp Temp Temp RH

(in.)
0

0.07
0.06
1.35
0.18
0.01
0
0.02
0
0.44
0.7
0.29
0.09
0.01
0
0.08
0.21
0

0
0.04
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3.56

(°C)

9.8
14.71
13.43
14.5
11.32
8.33
13.15
16.22
17.24
14.99
14.99
14.8
15.36
14.44
15.72
15.09
15.03
17.93
17.02
20.35
17.62
15.29
15.95
15.01
16.47
16.41
16.25
14.75
13.83
15.18

8.33

(°C)
26.49
29.23
26.58

21.9
16.03
23.35
26.18
27.66
27.56
23.45
24.93
22.31
24.66
24.76
25.82
20.88
22.06
25.36
28.04
26.12
25.05
24.32
24.43
25.52
26.46
27.48
25.21
25.92
23.99
23.06

29.23

(°C)
18.09
21.72

18.3
16.71
13.86
15.27
19.34
20.79
21.76
18.38
17.57

17.8
18.55
18.98
20.02
17.24
18.08
20.95
21.89
22.65
20.81
19.35
19.57
20.19
20.16
21.03
20.57
20.58
19.23
18.35

19.26

(%)
27.98
34.19
50.44
68.19

92.8
46.08
38.97
46.22
45.53
68.24
58.11

76
56.62
48.46
49.26

76.6

83.5
61.18
62.25
56.73
49.78
56.27
51.28
43.04
43.73
54.15
48.79
54.52
41.62
54.38

27.98

Max

RH

(%)
99.7
98.8
100
100
100
100
100
96.8
96.7
100
100
100
100
100
99
100
100
99.8
99
91.8
90.5
99.5
100
85.4
96.4
98.2
99.7
92.3
84
82.4

100

Max Solar Ave Solar Total Solar Daily
Radiation Radiation

Max Ave Total Min Max  Ave

PAR PAR PAR Flux Wind Wind Wind Radiation

(umol/s/m2) (pmol/s/m2) (mmol/m2) (MPH) (MPH) (MPH) (W/M2)
2010 623.4 53860 0 14.18 5.229 1061
2067 577.9 49933 0 10.66 3.818 1138
2048 452 39051 0 15.91 3.991 1229
2174 184.6 15947 0 12.57 3.457 1347
1155 136.8 11816 0 953 342 648.9
2181 536.3 46336 0 9.94 2.848 1255
2091 585.9 50622 0 10.84 4.496 1096
2086 460 39741 0 8.39 2775 1144
2256 557.2 48138 0 10 3.269 1241
921 195.8 16915 0 11.26 3.716 531.4
2153 325.2 28097 0 1436 4.65 1253
2297 209 18053 0 9.29 3.019 1401
2217 410.2 35438 0 9.17 3.069 1305
1942 554.2 47885 0 8.63 2.587 1082
2078 400.4 34592 0 911 265 1212
1891 193.1 16683 0 2151 741 1161
2212 210.2 18164 1.06 18.41 7.47 1311
1932 411.1 35521 0 11.32 3.824 1071
2017 348.2 30088 0 12.15 3.193 1229
2399 426.8 36874 1.775 16.45 5.898 1303
2222 480.9 41550 2.252 15.01 5.729 1230
2387 500.8 43270 1.298 13.52 5.032 1341
2139 576 49764 1.537 13.82 4.978 1177
1799 629.6 54394 0 11.32 4.305 1032
2100 401.8 34712 0 8.93 2.291 1166
2178 478 41301 0 103 3.272 1156
2139 579.7 50088 0 13.05 4.773 1187
2312 434.4 37536 0 11.38 3.26 1260
2347 556.9 48115 1.06 12.75 3.959 1274
2257 316.8 27373 0 10.48 3.914 1317
2399 42511 1101857 0 2151 4.08 1401

(W/M2)
344.8
313.1
264.1
113.2

83.4
313.2
319.3
247.9
303.7
108.9

193

124
240.4
314.8
2233
114.6
126.5
227.2
193.1
243.6
279.4
289.4
329.8

354
221.9
265.7
331.7

239
311.7
181.3

240.53

(MJ)

29.789
27.054
22.821
9.7782

7.204

27.06

27.59
21.417
26.237
9.4121
16.678
10.717
20.769
27.204
19.296
9.9025
10.928
19.627
16.683
21.049
24.145
25.007
28.494

30.59
19.173
22.961
28.662
20.648
26.933
15.663

623.49

Eto
(mm)

4.95
5.107
3.754
1.584
0.958
4.104
4.652
3.839
4.642
1.503
2.677
1.743
3.421
4,561
3.384
1.521
1.549
3.404
2.881
3.662
4.224
4.163
4.676
5.305

3.29
4.095
4,931
3.593
4.628
2.714

105.515



