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PREDICTING RAINFALL-EROSION LOSSES FROM
CROPLAND EAST OF THE ROCKY MOUNTAINS

Guide for Selection of Practices for Soil and Water Conservation

By Warter H. Wiscumeier and DwicrT D. SmitH, Soil and Water Conservation Research Division, Agricultural
Research Service

PURPOSE OF HANDBOOK

Scientific farm planning for soil and water
conservation requires knowledge of the relations
between those factors that cause loss of soil and
water and those that help to reduce such losses
on cropland. Since 1930, controlled studies on
field plots and small watersheds have supplied
much valuable information regarding these com-
plex factor interrelations. But the greatest pos-
sible benefits from such research efforts can be
realized only when the findings are rapidly con-
verted to sound practice on the numerous farms
throughout the country. Specific guidelines are
needed to help select the control practices best
suited to the particular needs of each farm.

The soil-loss prediction procedure presented in
this handbook provides such guidelines. It is a
technique whereby all pertinent research informa-
tion is methodically combined to provide design
data for conservation plans.

The empirical soil-loss equation underlying this
technique is applicable in any location where nu-

merical values of the equation’s factors are known
or can be determined. Research has supplied in-
formation from which at least approximate values
of these factors can be derived for any location in
the major agricultural areas of the United States.
Tables and charts make this information readily
available for field use.

Research is continuing to obtain more complete
and more precise information on the interrelations
of topography, soil, and management practices.
Additional knowledge gained can be readily
brought into the present prediction procedure.
Experience has shown, however, that the factor
values reported herein are sufficiently accurate to
provide very valuable guidelines for conservation
farm planning and to aid in estimating gross
erosion from watersheds. ‘

The soil-loss equation in its present form is the
result of more than 20 years of development and
has had many contributors.

HISTORY OF SOIL-LOSS EQUATIONS

Development of equations for calculating field
soil loss began about 1940 in the Corn Belt
States. The soil-loss estimating procedure de-
veloped in that region between 1940 and 1956
has been generally referred to as the slope-practice
method. Zingg (28)! published an equation in
1940 relating soil-loss rate to length and percent-
age of slope. In the following year, Smith (/2)
added crop and conservation-practice factors and
the concept of a specified soil-loss limit, to de-
velop a graphical method for determining conser-
vation practices needed on the Shelby and
associated soils of the Midwest. Browning and
coworkers (1) added soil erodibility and manage-
ment factors and prepared a set of tables to
simplify field use of the equation in Towa. Other

1Ttalic numbers in parentheses refer to Literature
Cited, p. 44.

advances and adaptations of the procedure in
the Corn Belt were made by Smith and Whitt
(18, 14) and by Van Doren and Bartelli (19).
Research scientists and operations personnel in
the North Central States worked together in de-
veloping the slope-practice method for use
throughout the Corn Belt States.

In 1946, a nationwide committee on soil-loss
prediction met in Ohio for the purpose of adapt-
g the Corn Belt aquation to other cropland
areas with erosion problems. This committee
reappraised the Corn Belt factor values and added
a rainfall factor (9). The resulting formula,
generally known as the Musgrave equation, has
been widely used for estimating gross erosion from
watersheds in flood abatement programs.
graphical solution of the equation was published in
1952 by Lloyd and Eley (5) and used by the Soil
Conservation Service in the Northeastern States.

1
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Years of field experience by the Soil Conser-
vation Service in the Corn Belt and the North-
eastern States proved the value of soil-loss
prediction as a tool to help guide conservation
farm planning. Extension of the usefulness of
these equations to new areas was seriously ham-
pered by the lack of procedures and basic infor-
mation for adjusting measured factor values for
differences in rainfall distribution, types of rain-
storms expected, localized farming methods,
length of growing season, and other variables.

An improved soil-loss equation developed in the
latter part of the 1950’s (18, 26) overcame many
of the limitations of the earlier equations. The
improved equation was developed at the Runoff
and Soil-Loss Data Center of the Agricultural
Research Service, established at Purdue Univer-
sity in 1954. Most of the basic runoff and soil-loss
data obtained in studies in the United States

since 1930 were assembled at this location for
summarization and further analyses.? These
analyses resulted in several major improvements
that were incorporated in the new soil-loss
equation: (1) an improved rainfall-erosion index
(21); (2) a method of evaluating cropping-
management effects on the basis of local climatic
conditions (22); (3) a quantitative soil-erodibility
factor; and (4) a method of accounting for effects
of interrelations of such variables as productivity
level, crop sequence, and residue management.
These developments freed the equation from
some of the generalizations and the geographic and
climatic restrictions inherent in earlier models.
Because of its general applicability, the improved
equation presented in this handbook has been
referred to in some of the literature as the “uni-
versal’’ soil-loss equation (10, 16, 17, 18, 26).

SOIL-LOSS TOLERANCES

The term “‘soil-loss tolerance” is used to denote
the maximum rate of soil erosion that will permit
a high level of crop productivity to be sustained
economically and indefinitely. This rate has usu-
ally been expressed in terms of average soil loss
per acre per year. Knowledge of the expected
rate of sog erosion for each of various alternative
cropping systems and management plans on any
particular field may be obtained by use of the
erosion equation. When these predicted losses
can be compared with a soil-loss tolerance for
that field, very specific guidelines are provided
for effecting erosion control within the specified
limits, Any cropping and management combina-
tion for which the predicted erosion rate is less
than the tolerance may be expected to provide
satisfactory erosion control. From the various
satisfactory alternatives indicated by the soil-loss
prediction procedure, the farmer may then select

2 Data used to develop the present equation and sup-
porting tables and charts were contributed by personnel
on Federal-State cooperative research projects at the fol-
lowing locations: Batesville, Ark.; Tifton and Watkins-
ville, Ga.; Dixon Springs, Joliet, and Urbana, Ill.; La-
fayette, Ind.; Clarinda, Castana, Beaconsfield, Independ-
ence, nd Seymour, Iowa; Hays, Kans.; Baton Rouge,
La.; Presque Isle, Maine; Benton Harbor and East Lan-
sing, Mich.; Holly Springs and State College, Miss.;
Bethany and MecCredie, Mo.; Hastings, Nebr.; Beemer-
ville, Marlboro, and New Brunswick, N.J.; Ithaca,
Geneva, and Marcellus, N.Y.; Statesville and Raleigh,
N.C.; Coshocton and Zanesville, Ohio; Cherokee and
Guthrie, Okla.; State College, Pa.; Clemson and Spar-
tanburg, S.C.; Knoxville and Greeneville, Tenn.; Temple
and Tyler, Tex.; Blacksburg, Va.; Pullman, Wash.;
LaCrosse, Madison, and Owen, Wis.; and Mayaguez, P.R.
Rainfall data for development of the iso-erodent map and
erosion-index distribution curves were supplied by the U.S.
Weather Bureau, National Records Center.

the land use and management combination best
suited to his particular farm enterprise.

Establishment of tolerances for specific soils and
topography has been largely a matter of collective
judgment. Both physical and economic factors
are considered. ¥or the soils in the United
States, the maximum soil-loss rates thus deter-
mined range from 1 to 5 tons per acre per year,
depending upon soil properties, soil depth, topog-
raphy, and prior erosion. A deep, medium-
textured, moderately permeable soil that has sub-
soil characteristics favorable for plant growth has
a tolerance of 5 tons per acre. Tolerances for
soils with a shallow root zone, or with a high
percentage of shale at the surface, are usually
quite low.

Soil-loss tolerances for the major soil types were
subjectively evaluated at regional Soil-Loss Pre-
diction Workshops, and lists were distributed in
the workshop reports.?

3 ARS-SCS Soil Loss Prediction Workshop Reports:

1959. Soil loss estimation in Tennessee. Knoxville,
Tenn.
1960. Soil loss estimation in the Southeast. Athens,
a

1961. Soil loss prediction, North Dakcta, Nebraska,
and Kansas. Lincoln, Nebr. .

1961. Soil loss prediction for Arkansas, Louisiana,
Mississippi, Okiahoma, and Texas. . Little Rock,

rk.

1962. Soil loss prediction for the North Central States.

Chicago, Il )

1962. Soil loss prediction for the Northeastern States.
New York, N.Y .

These reports are mimeographed, but may be available

either from the Agricultural Research Service or the Soil

Conservation Service.



RAINFALL-EROSION LOSSES FROM CROPLAND 3

THE SOIL-LOSS EQUATION

The Equation Model

The soil-loss equation is
A=R KL S CP
where A is the computed soil loss per unit area.

R, the rainfall factor, is the number of ero-
sion-index units in a normal year’s rain.
The erosion index is a measure of the
erosive force of specific rainfall.

K, the soil-erodibility factor, is the erosion
rate per unit of erosion index for a spe-
cific soil in cultivated continuous fallow,
on a 9-percent slope 72.6 feet long. The
reasons for selection of these conditions
as unit values is explained in the de-
tailed discussion of this factor.

L, the slopelength factor, is the ratio of
soil loss from the field slope length to
that from a 72.6-foot length on the same
soil type and gradient.
the si:)pe.-gradient factor, is the ratio of
soil loss from the field gradient to that
from a 9-percent slope.

C, the cropping-management factor, is the
ratio of soil loss from a field with speci-
fied cropping and management to that
from the fallow condition on which the
factor K is evaluated.

P, the erosion-control practice factor, is
the ratio of soil loss with contouring,
stripcropping, or terracing to that with
straight-row farming, up-and-down slope.

Numerical values for each of the six factors
have been determined from research data. These
values differ from one field or locality to another.
The approximate numerical values for any par-
ticular field may be obtained from the figures
and tables presented herein.

The subsection entitled “Predicting Field Soil
Loss,” page 38, illustrates how to select appro-
priate values from the figures and tables. The
reader who has had no prior experience with the
soil-loss equation may wish first to read that
section. After he has referred to the tables and
figures and located the values used in the example,
he will be able to understand the intervening
detailed discussions of the equation’s factors.

In actual practice, the equation is usually not
solved in selecting practices for each farm field.
In many locations, persons experienced in the use
of the equation have prepared reference tables
that provide the information needed for the
specific locality.

The soil-loss prediction procedure can be more
intelligently used as a guide for selection of prac-
tices 1f the user has a general knowledge of the
principles and factor interrelations on which the
equation is based. Therefore, the significance of
each factor is discussed before presenting the

S

ready-reference table or chart from which loca-
tional values of that factor may be obtained.
Limitations of the data available for evaluation
of some of the factors are also pointed out.

The Rainfall Factor (R)

One major difference between the universal
soil-loss equation and its predecessors is in the
manner and precision with which locational dif-
ferences in rainfall are brought into the soil-loss
computations. The Corn Belt slope-practice
equation was based on an overall average of the
severity and distribution of the rainfall that oc-
curred on the plot studies in that region. This
average rainfall effect was reflected in an 8-ton
base soil-loss rate for a 3-year rotation of corn,
oats, and meadow. The Musgrave equation as-
sumed that the erosivity of annual rainfall varied
as the 1.75 power of the 2-year maximum 30-
minute rainfall. This relation was based on
limited data taken in Wisconsin in the 1930’s.
Research since 1946 has not supported the ac-
curacy of this term as an indicator of annual
rainfall erosivity. Furthermore, its use as a
rainfall factor allowed no consideration of effects
of locational differences in the number of ero-
sive rainstorms and in their expected distribution
within the year.

Rills and sediment deposits observed after an
unusually intense storm could lead to the con-
clusion that the significant soil erosion is asso-
ciated with only a few rare storms. However,
more than 30 years of measurements in many
States have shown that such is not the case (24).
The data showed that a rainfall factor used to
estimate average annual soil loss must include
the cumulative effects of the many moderate-size
storms, as well as the effects of the occasional very
severe ones.

The rainfall factor in the soil-loss equation is
the rainfall erosion index reported by Wischmeier
in 1959 (21). Locational values of this factor
were published in 1962 in the form of an iso-
erodent map (23).

The Rainfall Erosion Index

Exploratory analyses of the large volume of
soil loss and rainfdll data assembled at the Run-
off and Soil Loss Data Center brought out a
very helpful relation between soil loss and a sin-
gle rainstorm parameter. The research data show
that when factors other than rainfall are held
constant, storm soil losses from cultivated fields
are directly proportional to the product value of
two rainstorm characteristics: total kinetic energy
of the storm times its maximum 30-minute in-
tensity (EI). This product variate is an inter-
action term that reflects the combined potential
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of raindrop impact and turbulence of runoff to
transport dislodged soil particles from the field.
The value of this statistic for any particular rain-
storm can be computed from a recording-rain-
gage record with the help of a rainfall energy
table published in 1958 (25).

The sum of the computed storm EI values for
a given time period is a numerical measure of the
erosivity of all the rainfall within that period.
The rainfall erosion index at a particular lo¢ation
is the longtime-average yearly total of the storm
EI values. The storm ET values reflect the inter-
relations of significant rainstorm characteristics.
Summing these values to compute the erosion
index adds the effect of frequency of erosive storms
within the year.

Iso-Erodent Map

Locational values of the rainfall factor, R, may
be taken directly from the iso-erodent map re-
produced in figure 1. The lines joining points
with the same erosion-index value (which implies
equally erosive average annual rainfall) are called
iso-erodents. The average number of erosion-
index units per year along each iso-erodent is the
value of R in the erosion equation. Points lying
between the indicated iso-erodents may be ap-
proximated by linear interpolation.

To develop the map, the locational value of the
erosion index was computed from rainfall data for
each of about 2,000 locations fairly evenly dis-
tributed over the 37 States. The iso-erodents were
then plotted as indicated by these values (23).

Iso-erodents in the mountainous States west

of the 104th meridian were not included because
of the sporadic rainfall pattern of the mountains.
In this area, one weather station may average
fewer than 10 inches of rain per year, whereas
another station less than 100 miles away averages
more than 25 inches. Locational erosion-index
values are probably equally sporadic, but are not
directly proportional to rain amounts. A very
large number of locational rain-intensity records
would be required to. establish iso-erodents in the
~ mountainous States. In the scattered agricul-
tural areas where rainfall is sufficient to pose an
erosion hazard, locational values of the erosion
index can be computed from rainfall records
within those specific areas, but a few spot values
of the index should not be considered represent-
ative of a large geographic area.

The iso-erodent map shows that erosion-index
values in the 37 States range from 50 to 600. The
erosion index measures only the effect of rainfall
when separated from all other factors that influ-
ence erosion. If the soil and topography were
exactly the same everywhere, average annual soil
losses from plots maintained in continuous fallow
would differ in direct proportion to the erosion-
index values. This potential difference is, how-
ever, partially offset by differences in soil, topog-

raphy, vegetal cover, and residues. On fertile
sotls in the high rainfall areas of the Southern
States, good vegetal cover protects the soil sur-
face throughout most of the year and heavy plant
residues may provide excellent cover also during
the dormant season. In the regions where the
erosion index is extremely low, rainfall is seldom
adequate for establishment of meadows and good
cover provided by other crops is often limited to
only a relatively short period. Hence, serious
soil-erosion hazards exist in semiarid regions as
well as in humid.

In areas such as the Pacific Northwest, where
snowmelt causes a large part of the field erosion,
the practical value of the rainfall-erosion equation
in its present form has not been established.

Probability Values of the Erosion Index

When the erosion equation is used to estimate
average annual soil loss, the value of the factor B
must equal the average annual value of the ero-
sion index at that location as obtained from the
iso-erodent map. If desired, however, some
specific probability value of the erosion index,
other than annual averages, may be substituted
for R in the equation. For example, the quan-
tity of soil loss that will be exceeded 1 year in 5,
on the average, may be estimated by assigning to
R the 20-percent probability of the erosion index.

The b50-percent, 20-percent, and 5-percent
probability values of the index at 181 key lo-
cations are shown in appendix table 11.

To approximate the amount of soil loss from
a single storm that will probably be exceeded
once In 1, 2, 5, 10, or 20 years, the factor B may
be assigned a value selected from appendix table
12. For this purpose, however, the value of C
should be determined as indicated under “Indi-
vidual-Storm Soil Losses.”

The Soil-Erodibility Factor (K)

The meaning of the term ‘“soil erodibility” is
distinctly different from that of the term ‘“‘soil
erosion.” The rate of soil erosion on any area
may be influenced more by land slope, rainstorm
characteristics, cover, and management than by
properties of the soil itself. The total rate of
soil loss is designated by the symbol A in the
equation. But some soils erode more readily
than others even when slope, rainfall, cover, and
management are the same. This difference, due
to properties of the soil itself, is referred to as the
soil erodibility.

Soil properties that influence erodibility by
water are (1) those that affect the infiltration
rate, permeability, and total water capacity, and
(2) those that Tesist the dispersion, splashing,
abrasion, and transporting forces of the rainfall
and runoff. A number of attempts have been
made to determine criteria for scientific class-
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ification of soils according to erodibility (4, 6, 7,
11, 16). Generally, however, soil classifications
used for erosion prediction have been largely
subjective and have been only relative rankings.

The relative erodibility of different soils is
difficult to jud%e from field observations. Even
a soil with a relatively low erodibility factor may
show signs of serious erosion when the soil occurs
on long or steep slopes or in localities having
numerous high-intensity rainstorms. A soil with
a high natural erodibility factor, on the other
hand, may show little evidence of actual erosion
under gentle rainfall when it occurs on short and
gentle slopes or when the best possible manage-
ment is practiced. The effects of rainfall dif-
ferences, slope, cover, and management are
accounted for in the prediction equation by the
symbols R, L, S, C. and P. Therefore, the
soil-erodibility factor, K, must be evaluated in-
dependently of the effects of the other factors.

Definition of the Factor K

The soil-erodibility factor, K, in the soil-loss
equation is a quantitative value, experimentally
determined. For a particular soil, it is the rate
of erosion per unit of erosion index from wunit
plots on that soil.

A unit plot is 72.6 feet long, with a uniform
lengthwise slope of 9 percent, in continuous
fallow, tilled up and down the slope. Contin-
uous fallow, for this purpose, is land that has
been tilled and kept free of vegetation for a
period of at least 2 years or until prior crop
residues have decomposed. During the period of
soil-loss measurements, the plot 18 plowed and
placed in conventional corn seedbed condition
each spring and is tilled as needed to prevent
vegetal growth or serious surface crusting.
When all of these conditions are met, each of
the factors L, S, C, and P has a value of 1.0
and K equals A/EL

The conditions listed above were selected as
unit values in the soil-loss equation because they
represent the predominant slope length and the
median gradient on which past erosion measure-
ments in the United States have been made, and
the designated management provides the surface
condition least influenced by differences in cli-
mate and local cropping systems.

Direct measurements of K on well replicated
unit plots as described should reflect the com-
bined effects of all the variables that significantly
influence the ease with which a soil is eroded by
rainfall and runoff. To evaluate K for soils that
do not usually occur on a 9-percent slope; soil-loss
data from plots that meet all the other specified
conditions are adjusted to 9-percent slope by
means of the slope factor.

Values of K

Values of K determined for 23 major soils on
which erosion plot studies were conducted since
1930 are listed in table 1. Seven of these values
are from continuous fallow. The others are from
row crops averaging 20 plot-years of record per
location and requiring a minimum eof adjustment
for management effects (10).

TaBLE 1.—Computed K values for soils on erosion-
research stations

Com-
Soil Source of data puted
K
Dunkirk silt loam_______. Geneva, NY_______ 10. 69
Keere silt loam__________ Zanesville, Ohio._____ .48
Shelby loam_ _ __._.______ Bethany, Mo.__.__ - .41
Lodiloam. __._.______.___ Blacksburg, Va_.____ .39
Fayette silt loam_________ LaCrosse, Wis___.__ 1,38
Cecil sandy clay loam_____ Watkinsville, Ga. . __ . 36
Marshall silt loam________ Clarinda, Iowa._____ .33
Ida silt loam__________.__ Castana, Iowa______ .33
Mansic clay loam_...______ Hays, Kans_._____. .32
Hagerstown silty clay loam_| State College, Pa.___.| 1. 31
Austinelay. ___..___.____ Temple, Tex_______. . 29
Mexico silt loam____.___._. MeCredie, Mo______ .28
Honeoye silt loam________ Marcellus, N.Y____. 1 28
Cecil sandy loam________. Clemson, S.C______. 1,28
Ontario loam_______.______ Geneva, N.Y_ .. ____ 1,27
Cecil clay loam.._.________ Watkinsville, Ga___.| .26
Boswell fine sandy loam.___| Tyler, Tex__________ .25
Cecil sandy loam_________ Watkinsville, Ga. . ._ .23
Zaneis fine sandy loam____| Guthrie, Okla____.___ .22
Tifton loamy sand.______. Tifton, Ga__________ .10
Freehold loamy sand______ Marlboro, N.J._____ . 08
Bath flaggy silt loam with | Arnot, N.Y_________ 1,05
surface stones>2 inches
removed.

Albia gravelly loam.____._ Beemerville, N.J.___ .03

! Evaluated from continuous fallow. All others were
computed from row-crop data.

Other soils on which valuable erosion studies
have been conducted (see footnote 2, p. 2) were
not included in the table because of uncertainties
involved in adjustments of the data for effects of
cropping and management. Short periods of
record from plots cropped to rotations that pro-
vide good canopy or residue protection most of
the time cannot presently serve for authentic
evaluation of K, even though the studies were
well designed and provided valuable data for
evaluation of other factors in the equation.

Soil-erodibility values for numerous other soils
have been approximated by considering a soil’s
characteristics and tempering the estimate of its
erodibility against the established values for the
23 soils listed in table 1. Such estimated values
for all the major soils in the several major geo-
graphic regions were prepared at joint ARS-SCS
Regional Soil-Loss Prediction Workshops.*

4 See footnote 3, p. 2.
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Increased research efforts, begun in 1961 at
several locations, are designed to identify and
evaluate the various soil properties that influence
erodibility. Additional benchmark values are also
being obtained by direct measurement of K on
unit plots.

Factors for Slope Length (L) and
Gradient (S)

The rate of soil erosion by water is very much
affected by both slope length and gradient (per-
cent slope). The two effects have been evaluated
separately in research and are represented in the
erosion equation by L and S, respectively. In
field application of the equation, however, it
is convenient to consider the two as a single
topographic factor, LS.

The Slope-Effect Chart

The factor LS is the expected ratio of soil loss
per unit area on a field slope to corresponding loss

from the basic 9-percent slope, 72.6 feet long.
This ratio, for specific combinations of slope length
and gradient, may usually be taken directly from
the slope-effect chart (fig. 2). For example, a 10-
percent slope, 360 feet long, would have an LS
ratio of 2.6.

When the equation is used as a guide for selec-
tion of practices on an area where several slopes
are combined into a single field, the slope charac-
teristics of the most erosive significant segment
of the field should be used for figure 2. Use of
field. averages on such slope complexes would
underestimate soil movement on significant parts
of the field.

The slope-effect chart assumes essentially uni-
form slopes. Field slopes are often either convex
(steepening substantially toward the lower end)
or concave (flattening toward the lower end).
The effect of convexity or concavity of slopes on
soil-erosion rates has not been fully evaluated.
However, limited data indicate that use of the
average gradient of the entire slope length would
substantially underestimate soil loss from the con-
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vex slopes and would overestimate the loss from
concave slopes. When the lower end of the slope
is steeper than the upper end, the gradient of the
steeper segment should be used with the overall
slope length to enter the slope-effect chart. On
a concave slope, deposition may occur on the
lower end of the field. In such cases, the appro-
priate length and gradient are those of that seg-
ment of the slope that is above the point where it
flattens enough for deposition to ocecur.

The broken-line portions of the curves on the
chart were extrapolated to provide the best
estimates now available for slopes longer than
those measured in plot studies. Subsequent
investigations on slopes longer than 300 feet may
show need for revision of these segments of the
curves.

Values of LS for slope percentages not shown
on the chart may be computed by solving the
following equation:

LS=+/7(0.0076+-0.0053s--0.00076s 2)
where \ is the field slope length in feet, and s
is the gradient expressed as slope percent.

Slope Length

Slope length is defined ‘as the distance from
the point of origin of overland flow to either of
the following, whichever is limiting for the major
part of the area under consideration: (1) the point
where the slope decreases to the extent that
deposition begins or (2) the point where runoff
enters a well-defined channel that may be part
of a drainage network or a constructed channel
such as a terrace or diversion (15).

Numerous plot studies have shown that the
soil loss per unit area is proportional to some
power of slope length. Since the factor L is the
ratio of field soil loss to that from a 72.6-foot

slope, the value of L may be expressed as (7%6)’"’

where \ is field slope length in feet and the ex-
ponent m is determined from field data. The
magnitude of the exponent m in this expression
is not the same for all locations or for all con-
ditions at a given location. (27). Its average
value in past investigations under natural rain-
fall has been about 0.5. This is the value used
for development, of the slope-effect chart (fig. 2).
The value of m is significantly influenced by
the interaction of slope length with gradient and
may also be influenced by soil properties, type
of vegetation, and management practices. On
slopes steeper than 10 percent, a value of 0.6
for m is recommended. A value of 0.3 appears
applicable to the very long slopes of less than
one-half percent gradient encountered in the
furrow-irrigated sections of the High Plains of
western Texas. Data from gently sloping
Houston clay and Mansic clay loam soils that
were frequently dry and deeply cracked showed

a decrease in runoff with increased slope length
and indicated a value of m=0.3 for these par-
ticular soils. Other than for these special cases,
use of the 0.5-power relation reflected in figure 2
is presently recommended. However, further re-
search investigation may soon provide a basis
for recommending other deviations from this over-
all average.

Figure 3 provides a graphical method for deter-
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Freure 3.—Equivalent slope lengths for use of slope-
effect chart when the value of the pertinent length-
exponent is not 0.5.

mining the value of LS when conditions indicate
that a length exponent other than 0.5 is appli-
cable. For example, assume a 600-foot slope
length on Houston clay with 4-percent gradient
and an exponent of 0.3. Entering figure 2 with
the 260 found in figure 3, the LS value for the
assumed situation is about 0.68. A 600-foot slope
length under conditions where the applicable ex-
ponent is 0.4 is shown to be equivalent to a 390-
foot length under conditions where the exponent
is 0.5,

Slope Gradient

A. W. Zingg, in 1940, concluded that soil loss varies
as the 1.4 power of percent slope (28). In 1946,
the Musgrave Committee (9) recommended use
of the 1.35 power of percent slope. Based on
analyses of the data assembled at the Runoff and
Soil-Loss Data Center Smith and Wischmeier
(16) in 1957 proposed the relation:

_0.434-0.30s+0.043s?

§ 6.613

where s is the gradient expressed as percent slope
and § is the slope factor in the erosion equation.
The latter relation was used to derive figure 2.
The relation of soil loss to gradient is influenced
by density of vegetal cover and by soil particle
size. However, research data are presently not
adequate to determine the specific conditions
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under which deviations from the expressed aver-
age relation would be significant.

The Cropping-Management Factor (C)

The effects of cropping and management vari-
ables cannot be evalusted independently because
of the many interre ations involved. most any
crop can be grown continuously, or it can be grown
in any one of numerous rotations. The sequences
of crops within a system can be varied. Crop
residues can be removed, left on the surface, in-
corporated near the surface, or plowed under.
‘When left on the surface, they can be chopped or
they can be allowed to remain as left by the
harvesting operation. Seedbeds can be left rough,
with much available capacity for surface storage
of rainfall, or they can be left smooth. Different
combinations of these variables are likely to have
different effects on soil loss. '

In addition, the effectiveness of crop-residue-

management will depend on how much residue
there 1s. This, in turn, depends on rainfall dis-
tribution, on the fertility level, and on various
management decisions made by the farmer. Sim-
ilarly, the erosion-control effectiveness of meadow
sod turned under before corn or other rowcrops
depends on the type and quality of the meadow
and on the length of time elapsed since the sod
wasg turned under.

The canopy protection of crops not only de-
pends on the type of vegetation, the stand, and
the quality of growth, but it also varies grestly
in different months or seasons. Therefore, the
overall erosion-reducing effectiveness of a erop
depends largely on how much of the erosive rain
occurs during those periods when the crop or
management practice provides the east protection.

Definition of Factor C

The factor C in the soil-loss equation is the
ratio of soil loss from land cropped under spec-
ified conditions to the corresponding loss from
tilled, continuous fallow. This factor measures
the combined effect of all the interrelated cover
and management variables listed in the preceding
three paragraphs.

The loss that would occur on a particular field
if it were continuously in fallow condition is com-
puted by the four-factor product, RKLS, in the
erosion equation. Actual loss from the cropped
field is usually much less than this amount. Just
how much less depends on the particular combi-
nation of cover, crop sequence, and management
practices. It also depends on the particular stage
of growth and development of the vegetal cover
at the time of the rain. The factor C adjusts the
soil-loss estimate to suit these conditions.

The correspondence of periods of expected
highly erosive rainfall with periods of poor or

ood plant cover differs between regions or
ocations. Therefore, the value of C for a par-

ticular cropping system will not be the same in
all parts of the country. In order to derive the
appropriate € values for a given locality, it is
necessary to know how the erosive rainfall in
that locality is likely to be distributed through
the 12 months of the year. It is also vecessary
to know how much erosion-control protection the
growing plants, the prior-crop residues, and
various tillage operations will provide at the time
when erosive rains are likely to oceur. A pro-
cedure has been developed for deriving locational
values of the factor € on the basis of available
weather records and research data that reflect
effects of crops and management. The cropping
and weather date needed for this purpose appear
in ready-reference form in the subsections en-
titled “Soil-Loss Ratios” and “Erosion-Index
Distribution Curves.”

The change in effectiveness of plant cover
within the crop year is gradual, For practical
purposes, it was necessary to divide the year
into a series of crop stage periods so defined that

. cover and mansgernent effects may be considered

approximately. uniform within each period.

- Crop Stage Pericds

The five crop stage periods that are used for

" computation of locational O values are defined

as follows:

Period - F.—Rough fallow.
seeding.

Period 1.—Seedling. Seedbed preparation to
1 month after planting.

Period 2.—Fstablishment. From 1 to 2
months after spring or summer seeding.
For fall-seeded grain, period 2 includes the
winter months, ending about May 1 in
the Northern States, April 15 in the
Central States, and April 1 in the South-
ern States.

Period 3.—Growing and maturing crop. End
of period 2 to crop harvest.

Period 4.—Residue or stulple. Crop harvest
to plowing or new seeding. (When
meadow was established in small grain,
grain period 4 was assumed to extend 2.
months beyond the grain harvest date.
After that time, the vegetation was clas-
sified as established meadow.) i

Some adjustment in length of periods 1
through 3 may be necessary for vegetable crops.

Turn plewing to

}

Effects of Cropping System and Management
on Soil Loss

About 10,000 plot-years of runoff and soil-loss
data assembled from 47 research stations in 24
States (20) were analyzed to obtain empirical
measurements of the effects of cropping system
and management on soil loss within each crop-
stage period. Several significant factor relations
that became apparent from the analyses provide
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background information for interpretation of the
soil-loss ratio table.

Erogion From Fallow Soil-—The rate at which
fallow soil eroded depended on cropping history
and the nature and quantity of residues turned
under as weil as on inherent characteristics of the

- soil itsell. Briel pericds of fallow in a rotation

were not comparable in erodibility to continuous
clean-tilled . fallow on similar soil and slope.
Plant residues incorporated in fallow soil were very
effective in reducing both runoff and erosion.
Effects of cropping history are a part of the factor
¢ in the erosion equation. ’

Productivity Level and Soil Loss—In genersl,
g0il losses decressed as crop yields increased.
Since geod grain yields are usually associated with
good stands and good forage growth, the canopy
cover is better and more residues are returned to
the soil. Both help to decreasé ercsion losses,
However, the added erosion-reducing benefit of
each additional unit of crop yield becomes less as
vields becoras higher.

Crop-Residue Management.—The soil-loss reduc-
tion resulting from prior crop residues left on the
field depended on the type and quantity of res-
idues produced and the method of bandling. Res-

iduss were most effective when left at the surface. .

But after several years of turning heavy crop re-
sidues under with a wmoldboard plow before row-
crop seeding, beth runoff and soil loss from the
row crop were much less than from similar plots
from which cornstalks and grain straw were re-
moved at barvesttime. The effectiveness of in-
corporated residues was greatest during the fal-
low and seedling periods. )

_Erosion From Row Crop Ajfter Meadow.—Spe-
cific-year erosion losses from corn after meadow
ranged from 14 to 68 percent of corresponding
losses from continuous corn on adjacent plots,
Mixtures of grass and legume were more effective
than legumes alone. In general, the effectiveness
of grass-and-legume meadow sod plowed under
before corn in reducing soil loss from the corn was
directly proportional to meadow yields. Its ero-
sion-control effectiveness was greatest during the
rough fallow and corn-seedling periods and de-
creased as the corn year moved along. The total
reduction in soil loss effected by the meadow
depended, therefore, largely upon the stage of
development of the corn when the erosive rains
occurred. 'The length of the period during which
the turned sod remained effective in reducing ero-
sion was also directly related to meadow yields.

Effect of Length of Meadow Periods.—Direct
comparisons of corn after first, second, and third
years of meadow were very limited, and the data
were too sporadic for overall differences to be
statistically significant. - When second-year mead-
ow was allowed to deteriorate under poot manage-
ment, it was less effective than 1 year of meadow.

When succeeding meadows were more productive
than first-year, they were usually more effective in
reducing erosion from corn after the meadow.
The effectiveness of virgin sod and of long periods
of continuous alfalfa in which grass became well
established was longer lasting than that of 1 or 2
years of rotation meadow.

Grass-and-legume catch crops established in
spring-seeded small grain and plowed under at
corn planting time in the following year effected
significant reduction in soil erosion during the corn
seedling period, but their effectiveness was shorter
lived than that of a full year of meadow.

Winter-Cover Seedings.—The erosion control
attained with winter-cover seedings depended
upon time and method of seeding, time of plow-
ing, rainfall distribytion, and type of cover seeded.
Covers such as Vethh and ryegrass seeded between
the eorn or cotton rows before harvest and turned
under in April were effective in reducing erosion
not only in the winter months but also during the
seedling and establishment periods of the following
crop. Small grain alone seeded in corn or cotton
residues and plowed under in spring was of some
value during the winter period but showed no
residual erosion-reducing effect after the next

ear’s corn or cotton planting. Very limited data
indicated crimson clover alone to be of doubtful
value as a winter cover, but when it was combined
with a quick-starting grass, effective protection
was provided. Small grain or vetch seeded in the
fall on plowed cottenland and turned under in
spring for another cotton seeding lost about 20
percent more soil than adjacent plots with undis-
turbed cotton residues on the surface.

Soil-Loss Ratios

Humid Areas.—An empirical measure of the
erosion-control effectiveness of each crop, grown
in various sequences, was obtained from the as-
sembled plot data. Ratios of soil losses from the
cropped plots to corresponding losses from con-
tinuous fallow were computed. This ratio was
computed for each of the five crop-stage periods
previously defined, for each particular crop, in
various combinations of crop sequence and pro-
ductivity level.

A 10-column, 100-line table of the computed
soil-loss ratios was published in 1960 by Wisch-
meier (22). This table was not as comprehen-
sive as would be desirable from an application
viewpoint. Some combinations of conditions en-
countered in field soil-loss estimation in various
parts of the United States were omitted from the
table, because not enough research data were avail-
able to make sound evaluations of these partic-
ular combinations. Nevertheless, the table was
comprehensive enough to test the validity and
value of the new procedure for deriving rotation
O values on a locational basis. It also provided
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a broad set of benchmark values from which other
ratios could be estimated by subjective com-
parisons,

Table 2 is an expansion of the previous'y pub-
lished soil-loss ratio table. It lists, for each crop-
stage period, the expected ratio of soil loss from
the designated crop and practice combination to
corresponding loss from the base fallow condition.
The table is entered on the basis of crop, crop

DEPARTMENT OF AGRICULTURE

sequence, residue management, and crop pro-
ductivity level, in that order. The soil-loss ratio
for each crop-stage period is taken from the seven
columns at the right. Three columns are needed
for corn-period 4, in order to reflect effects of
different ways of managing the field during that
period. Suggestions for estimating soil-loss ratios
under some of the conditions not directly listed
in this table are shown in table 3.

TABLE 2.—Ratio of soil loss from cropland to corresponding loss from continuous Jallow

Productivity 2 Soil-loss ratio for
crop-stage period 3
Line Cover, sequence,
No. and management !
Hay Corn F 1 2 314 4L 4R [4L+WC
yield yield
CORN IN ROTATION
1st-year C after gr & lg hay: Tons Bu. Pet. | Pct. | Pet. | Pct. | Pet. | Pet. Pet.
1 pg TP, conv till . _______________ 3-5 75+ 8 25 17 10 | 15 35 10
2 Do . __ 2-3 754 10 28 19 12 | 18 40 11
3 Do ____ 2-3 60-74 12 29 23 14 | 20 43 13
4 DO .. 1-2 60-74 15 30 27 15 | 22 45 13
5 Do ... 1-2 40-59 15 32 30 19 | 30 50 15
6 Do . <1 40-59 23 40 38 25 | 35 60 18
7 Do ____ <1 2035 23 40 43 30 | 45 65 23
8 Spg TP, min till__________________ 3-5 7541 ____ 8 8 6| 15 35 10
9 Do __ 2-3 754 . 10 10 7118 40 10
10 Do 2-3 60-74 |______ 12 12 8] 20 43 13
11 Do __ 1-2 60-74 |______ 15 15 91 22 45 13
12 Do . ___ oo 12 40-59 |______ 15 15 11 | 30 50 15
2d-year C after gr & lg hay:
13 RdL, spg TP, conv till____________ 3-5 75+ 25 48 | 37 20 [ 24 [L_____ 14
14 Do ____ 2-3 754 32 51 41 22126 |______ 15
15 Do ____ 2-3 60-74 35 54 45 24 |1 28 |._.___. 15
16 Do 1-2 40-59 42 57 49 28 | 42 |____.. 21
17 Do ____ <1 40-59 46 62 54 30 | 50 |.._.__ 25
18 Do _ o ______ <1 20-35 55 66 60 361656 |______ 33
19 RdL, spg TP, min till_ ____________ 3-5 75+ .. 25 25 12 | 24 60 14
20 Do _____ 2-3 G T o 32 32 13 | 26 60 15
21 Do __ 2-3 60-74 | _____ 35 35 14 | 28 65 15
22 Do _____ 1-2 40-59 |______ 42 42 17 | 42 70 21
23 Do o ___ <1 40-59 |______ 46 46 18 | b0 75 25
24 RdL, WC in prec C, conv till.______ 3-5 75+ 18 35 30 20 | 24 60 14
25 Do ___ 2-3 754 20 37 33 22 | 26 60 15
26 Do __. 2-3 60-74 21 39 36 24 | 28 65 15
27 Do __. 1-2 40-59 25 42 40 28 | 42 70 21
28 Do ... <1 40-59 28 45 44 30 |50 75 25
29 Do .. <1 20-35 33 48 49 35 | 65 80 33
30 RdR, WC in prec C, conv till______ 3-5 754 30 52 40 22 |______ 60 35
31 Do..______ e 2-3 60-74 35 55 45 24 ) _____ 65 35
32 Do o _____ 1-2 40-59 42 60 53 30 {______ 75 35
33 RdR, no WC, econv till ____________ 3-5 75+ 55 62 47 22 _____ 60 [._______
34 Do ____ 2-3 60-74 60 65 51 24|\ _____ 65 |______..
35 Doo o ___ 1-2 40-59 65 72 57 30 |--_-__ 70 [oooo--_
3d or 4th year C after gr & lg hay, or
2d-year C after 8G, red ecl, or sw cl:
36 RdL, conv till____________________ 3-5 75+ 36 63 50 26 |1 30 oo |eeeeeao-
37 Do ... 2-3 60-74 45 66 54 29 | 40 o _|aeoo___
38 Do . 1-2 40-59 55 70 58 32160 jo_____|oo_____
39 Do ... <1 20-35 70 76 64 38166 f_____ |-
40 RAL, min ®ill . __________________ 3-5 5+ .. 36 36 16 [ 30 | _____|o-_o____
41 Do ___ 2-3 60-74 |______ 45 45 17 1 40 | __
42 5 1-2 40-59 |_____._ 55 55 19160 |- _|-ooooo__
43 RdL + WCinprec C___________._. 3-5 75+ 22 46 41 26 (30 [.____. 15
44 Do ____ 2-3 an-74 26 48 44 29140  |_____. 20
45 Do ... 1-2 40-59 33 51 47 321560 |_.____ 25

See footnotes at end of .table.
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TasLE 2.—Ratio of soil loss from cropland to corresponding loss from continuous fallow—Continued

Productivity 2

Soil-loss ratio for
crop-stage period ?

Line Cover, sequence,
No. and management !
Hay Corn F 1 2 34 4L 4R M4L4+WC
yield yield
CORN IN ROTATION—continued Tons Bu. Pet. | Pet. | Pet.
46 RAL+WCinpree C_____________: 42 56 52
47 RdR, conv till.__._________________ 70 78 54
48 DO . 75 80 60
49 o MU 75 80 70
50 RdR, 8 tons manure added 60 70 52
51 | 1st-year C afterclhay. ... ____________ 21 35 32
52 | 1st-year C afterswel_________________ 23 45 38
53 | 1st-year C afterlesp hay. ... _________ 55 70 55
54 Do . 55 70 60
55 | C after 1 year cot after gr & lg hay 30 58 46
56 O e e e 35 65 54
Corn in meadowless systems:
57 After SG w/ intercrop,spg TP______|___..___ 754+ 22 37 35 22 | 27 oo fecceo-
58 o __________________________________ 60-70 25 40 38 24 130 oo
59 | 0 DO e 40-55 30 45 42 30| 40 |- oo
60 After SG no intercrop, RAL _ _ . ____| ___ . __ |.____._.. ) ®) %) ®) [T R
COTTON IN ROTATION
61 | 1st-year cot after gr & Ighay___________ 3-5 HP 8 25 30 201 22 ..o 15
62 Do 2-3 HP 10 30 35 25|25 [o--___ 16
63 DO o 1-2 HP 15 34 40 30130 .._.__ 18
64 DO o 1-2 Mp 15 34 45 3533 Jooo-—- 20
65 DO oo <1 MPp 23 40 54 45| 42 |- 23
2d-year cot after gr & lg hay:
66 RdAL, no WCseeding______________ 3-5 HP 30 54 56 38 {38 |_.____ 20
67 DO 2-3 Hp 34 58 62 44 [ 40 - ___ 20
68 Do __________________________ 1-2 MP 40 65 68 46 | 42 j____.. 22
69| = Do .. <1 MP 45 70 70 50 | 48 _..___ 25
70 RdL+ WC in prec cot._________... 3-5 HP 20 40 46 38138 |-—--_- 20
71| DO .. 2-3 HP 23 42 50 44 | 40 ... 20
72 Do __________________________ 1-2 MP 23 47 55 46 | 42 |o--___ 22
73 DO e <1 MP 27 51 57 50 | 48 [--__ 25
Cot after cot, 3d or more year after M:
74 no WCseeding_ - _______|________ HP 42 70 70 48 | 42 |- 22
751 Do e | MP 45 80 80 52 | 48 j_.____ 25
76 RdL-l— WC in preec cot. - ______|o.______ HP 32 51 57 48 | 42 22
771 0 DO e MP 35 58 65 52 | 48 25
78 | Cot after 1 year C (RdL) after M_______ 3-5 75+ 25 48 49 32138 |-oca-- 20
79 DO 2-3 60-75 - 32 51 51 3540 [______ 20
80 Do 1-2 40-59 35 54 56 38|45 |---___ 23
81 { Cotafter 1 year C,CRdAR.______._______ 2-3 40-59 60 65 63 40 | 48 |- 25
82 | Cot after 2 years ¢ (RdL) after M______ 3-5 75+ 36 63 62 39145 |______ 23
83 | Do e 2-3 60-75 45 66 68 45 | 48 |.__.___ 25
84 DO 1-2 40-59 55 70 73 50 | 48 [-_-__- 25
85 | Cot in cot (V)-C (crot) system _________________ HP 28 40 45 35 |- 22
86 | Cot in cot-O-lespseed, RdL..___________[._._____ HP 23 34 40 30 ||
87 Do e MP 25 40 45 E ¥ (N RO I .
88| Cotineot-SG-swel_ _._.________________|[._______ MP 25 45 48 35 oo
SMALL GRAIN IN ROTATION
With meadow seeding:
In disked row-crop residue—
89 After 1 year C after M________ 3-5 754+ 20 12 2| 2 focooo|ecooo.
90 Dol 2-3 60-74 |______ 30 18 C 3 I P I
91 Do 1-2 40-59 |______ 41 25 | 4-15 b2 P P,
92 Do <1 25-39 |._____ 60| 36| 5-15| 3 |ocoooofouoeoo--
03 After 2d or 3d year C after M._| 3-5 754 32 19 5| 8 |ocoo_|emoooooo
94 Do 2-3 60-74 |..__.. 40 24 51 8 focceoo|oooaene-
95 Do. . 1-2 40-59 |.____ 58 351 6-15| 8 | |eeooe-o--
96 Do ______ <1 25-39 |.___.__ 75| 45| 6-15 [ 2 SR PR
97 After 1 or more C after SG_____|. ... _io______|._____ ® ® ® [ N P P

See footnotes at end of table.
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TaBLE 2.—Ratio of soil loss from cropland to corresponding loss from continuous fallow—Continued

Produectivity 2 Soil-loss ratio for
crop-stage period 2
Line Cover, sequence,
No. and management !
Hay Corn F 1 2 3¢ 4L 4R [4L4+WC
yield yield
SMALL GRAIN IN ROTATION—continued
With meadow seeding—Continued
In disked row-crop residue—Con. Tons Bu. Pet. | Pet. | Pet. | Pct. | Pet. | Pet. Pet,
98 After 1st-year cot after M_____ 2-3 || _ 35 25 | 5-15 b N AR, B
99 After 2d-year cot after M______ 2-3 e 50 35| 5-15 b S R A
100 In cot middles after sw el or lesp___.|_ ... | _______|._____ 30 22 (10-15 FS I (R
On disked row-crop stubble, RAR—
101 After 1 year C after M________ 2-3 60+{______ 50 40 | 5-15 K I P I
102 Do ____ 1-2 40-59 |._.___. 80 45 | 7-16 1 3 | __
103 After 2 years C after M_______ 2-3 604+ _____ 80 50 | 6-15 | 3 .. __|_._____
104 After C, 3d year after M_______|________|..______| _____ 92 56 | 7-15{ 38 |oo___|ooo_.___
On plowed seedbed, RAL—
105 After 1 year C or 8G after M __| 3-5 75+ 25 45 30 5 3 e ..
106 Do ___ 2-5 60-74 35 51 34 5 E: J PO P
107 0 e e 1-2 40-59 42 60 40 7 L S P
108 After 2 years C or SG after M _| 3-5 75+ 36 60 40 51 3 |oeo_l| ool o
109 Do _____ 2-3 40-59 55 70 45 71 4 e __
On plowed seedbed, RAR—
110 After 1 year C or SG after M __| 3-5 754 55 60 40 5 - J TN IO,
111 L« P 2-3 60-74 60 65 42 61 3 oo ._
112 0 e e e 1-2 40-59 65 70 45 7 4 || .__
113 After 2 years C after M_______ 2-3 60~-74 65 70 45 7004 .
Without meadow seeding:
114 Sequences and yields of lines 89-90 _|______. _|________ U] ] O] 8| 8 16 |- ..
115 Sequences and yields of lines 91-99,
101, 105, 106, 108-110___________|________|._______ U] U] @) 10 | 10 20 .
116 Sequences and yields of lines 102—
104, 107, 110-113_ _ ____________ | _______l________ U] v Q) 12} 12 25 ..
DOUBLE-CROPPED ROTATIONS
117 | Wheat (grain) and lesp (hay)___________|._______{________|._.__. 25 25 51 6 o |oooa.._
118 | Wheat and lesp, both grazed_ __________| _______|________|._____ 25 25 12 ([ J P, I
119 | Spg oats (hay) and lesp (hay) 8 ________{_._____|._______|.____. 50 18 51 8 |ooooo]eeooo.-
ESTABLISHED MEADOWS ?
120 { Grass and legume mix_________________ 34 e e 0.4 |- _|_._____
121 Do __ 2 e P i T PR I
122 Do ___ ) A RURUUOUUUON (NURIPRNS RNNRPIRN SONPRIN 1.0 ||l __
123 | AMalfa_______________________________ 2 5| e 2.0 |l _
124 | Lespedeza______________ . ____________ |\ 2.0 || .__
125 | Redclover__________________________ A ... 1.6 o ao._
126 | Sericea, 2d year_.____________________}o—o e 20 oo oo ___
127 | Sericea, after 2d year__________________|_______{______ |- ____|___oTalTtT 1.0 | _
128 | Sweetelover. .. _____________________ |||~ 2.5 oo ___

1 Bymbols: C, corn; eonv till, conventional tillage; cot,
cotton; crot, crotolaria; gr & lg, grass and Jegume; lesp,
lespedeza; M, grass and legume meadow, at least 1 full
year; min till, minimum tillage; O, oats; prec, preceding;
RdL, residue of prior crop left; RdR, residue of prior crop
removed; spg, spring; 8G, small grain; sw cl, sweetclover;
TP, turn plow; V, vetch; WC, grass or grass-and-legume
winter cover seeded early.

? For cotton, HP=high crop productivity; MP=meod-
erate crop productivity.

Small-grain cover is assumed commensurate with the
indicated productivity level of corn or cotton.

. 3 Crop-stage periods are as defined on p. 10. Period 4
ratios are taken from column 4L when crop residues
remain on field but without winter cover seeding; from

column 4R when corn stover, straw, and similar residues
are removed; and from column 4L+ WC when early-
seeded grass and legume winter cover is established in
addition to leaving crop residues.

* Where two period 3 values appear, the first is for
high-yielding grain and the second is for grain yielding
less than 30 bushels of oats or 15 bushels of wheat per

acre.

5 Use data from lines 36 to 42, selecting line on basis
of productivity level.

¢ Use data from lines 93 to 96, selecting line on basis of
productivity level.

7 Use data from lines 89 to 113.

8 Ratio for winter months is 12 percent.

? Ratios shown are the yearly averages.



RAINFALL-EROSION LOSSES FROM CROPLAND

15

TaBLE 3.—Suggestions for approximating soil-loss ratios for cropping and mancgement combinations not

listed in table 2

Cover, sequence, and management

Soil loss ratios

Corn:
After fall turnplowing in northern
half of United States.

After 2 or more full years of mea-
dow.

With small-grain seeding for win-
ter cover.

Grain sorghum . _ . ___________________

Meadow:

Established . . __ _________________
Peanuts_ _ _ _____________ . ________

Potavoes:
After potatoes or truck crop.______

After grass-and-legume hay yield-
ing more than 2 tons per acre.
After corn or small grain__________

Soybeans:
After grass-and-legume hay or af-
ter corn.
After soybeans__ . _______________

To compensate for effect of freezing and thawing and for high early-spring
soil moisture content, add 7 to each period-F and period-1 value in lines
1to 7, 13 to 18, 33 to 39, and 47 to 50 of table 2,

Table 2 assumed at least 1 full year of established grass-and-legume meadow.
Additional credit for 2-year meadows may be considered if meadows -are
high yielding and are not permitted to deteriorate: Reduce by 10 percent the
'\;alues for periods F, 1, 2, 3 and 4L in lines 13, 14, 15, 33, 34, 66, 67, 78, and

9.

Small grain turned early in spring does not significantly reduce soil loss from
following corn crop. Select lines from table 2 that do not specify WC seeding
and substitute small-grain periods 1 and 2 for corn period 4L or 4R.

Same as ratios for corn in similar rotations where canopy cover and quan-
tities of residue are comparable. Under irrigation, the values for grain
sorghum may equal those for high-yielding corn.

When seeded without a nurse crop, use values listed for spring-seeded small
grain. The lengths of periods 1 and 2 should be adjusted if necessary so
that cover in each period will be comparable to corresponding grain periods.

Apply values of lines 120 to 128.

For comparable crop sequence, values in lines 5, 6, 16, 17, 27, 28, 32, 35, 38,
45, 49, 52, and 56 are recommended.

In similar crop sequence, select values from periods F, 1, 2, and 4 of lines 18,
29, 39, 46. For period 3, use values from line 16, 17, 27, 28, 38, or 45.

Select values for periods F to 3 from lines 1, 8, 5, 7 on basis of hay yield; period
4 from line 7.

Select values for periods F to 3 on basis of preceding erop and yield; period
4 from line 7.

Use values for comparable corn rotations: Periods F to 3 from lines 3 to 7,
15 to 18, 26 to 29, 37 to 39, 48, 49; period 4 from lines 7, 18, 29, 39.
Select lines representing corn residues equivalent to soybean residues: Lines
15 to 18, 37 to 39.
Select values from comparable crop sequences in lines 5, 6, 16, 17, 27, 28, 32,
35,D38, 45, 49.
o

For low-residue truck ecrops after grass-and-legume hay or high-residue erops,
select periods F and 1 values from comparable corn rotations; periods 2, 3,
and 4 values from lines 7, 18, 29, 39, 46. For second or more year of truck
crop, use values from line 39 or 46 for all periods.

Other combinations of crops and management

problem also in most semiarid regions. Inade-

variables arve being included in studies as rapidl
as possible. Rainfall simulators have been devel-
oped to decrease the time required to obtain data.
In the meantime, the data in table 2 will be help-
ful for estimating the effectiveness of covers or
management practices that have not been meas-
ured directly. Such estimates are facilitated by
the fact that the table values are given for each
crop-stage period separately. Cover and surface
conditiens as they occur in each crop-stage period
of an untested crop or with a new tillage practice
may usually be compared with the conditions
reflected in one of the lines of soil-loss ratio table.
This procedure is illustrated in table 3, which
suggests a number of specific comparisons,
Semiarid Areas —Water erosion is a serious

quate moisture and periodic droughts reduce the
periods when growing plants provide good soil
cover and limit the total quantities of plant
residues produced. Krosive rainstorms are not
uncommon, and they are concentrated within the
season when cropland is least protected. Be-
cause of the difficulty of establishing meadows
and the competition for available soill moisture,
sod-based rotations are often impractical.

Proper management of available residues offers
one of the most important opportunities for a
higher level of soil and moisture conservation.
However, accurate soil-loss ratios for stubble
mulching and summer fallowing practices on the
western Plains are not yet available from re-
search data. The ratios given in table 4 are
approximations based on observations of experi-
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TaBLe 4.—Approzimations of soil-loss ratios for crop-stage periods and number of tillage operations with
stubble mulching and summer fallowing in western Plains areas

Cover, sequence, and management

Residue on surface

Soil-loss ratios for erop-stage period—

at seeding time

1 2 3 4L 4R

Small grain without meadow seeding: Pounds Pet, Pet. Pet. Pet. Pet.
After small grain__ . _____.___________________ 200-500 70 45 6 10 20
Do 500-1, 000 42 25 6 10 20
Do e 1, 000-1, 500 25 17 6 10 20
Do e 1, 500-2, 000 15 10 6 10 20

After summer fallow of—

mall-grain residues_. ... _________________ 0-200 90 55 6 10 20
Do 200-500 70 45 6 10 20
Do L. 500-1, 000 42 25 6 10 20
Do e 1, 000-1, 500 25 17 6 10 20
L 3 S U 1, 500-2, 000 15 10 6 10 20
Row ¢ "op residues 0-2 90 56 6 10 20
: 85 50 6 10 20
70 45 6 10 20
50 35 6 10 20
40 30 6 10 20
30 25 6 10 20

Summer fallow:
After small grain____________________________

Soil-loss ratios for following number of til-
lage operations after grain harvest—

1 2 3 4 5

0-200 53 60 70 80 90
200-500 25 49 55 63 70
500-1, 000 25 29 34 39 42

1, 000-1, 500 10 14 19 22 25
1, 500-2, 000 4 6 8 11 13
0-200 68 72 80 85 90
200-500 50 55 63 75 85
500-1, 000 50 55 60 65 70

1, 000-1, 500 26 35 40 45 50
1, 500-2, 000 20 25 30 35 40
2, 0002, 500 15 20 25 28 30

enced field personnel,® guided by very limited
data on the erosion-control effectiveness of var-
ious amounts of surface mulch and by the exper-
imentally determined values of table 2. These
approximations appear to be consistent with
present knowledge of erosion research and runoff
and will provide valuable guides until more precise
evaluations can be obtained through additional
research.

Erosion-Index Distribution Curves

The rainfall factor, R, in the erosion equation
does not completely describe the effects of lo-

5 The authors are indebted to D. G. Craig, W. A. Hays,
J. J. Pierre, and J. W. Turelle, Soil Conservation Service,
for substantial contributions toward expanding the scope
and usability of the soil-loss ratio data from which table
2 was derived. Table 4 was taken from unpublished ma-
terial developed by J. W. Turelle and D. G. Craig, in
cooperation with the Agricultural Research Service's
runoff and soil loss data center.

cational differences in rainfall pattern on soil
erosion. On cropped fields, rainstorm distri-
bution within the year is also important. The
erosion-control effectiveness of a cropping system
on some particular field depends, in part, on how
the year’s erosive rainfall is distributed among
the five crop-stage periods of each crop included
in the system. Therefore, expected monthly dis-
tribution of erosive rainfall at a particular location
is an element in deriving the applicable value
of the cropping-management factor, C.

It was previously pointed out that a location’s
erosion index is computed by summing EI values
of individual storms. Thus, the monthly distri-
bution of the erosion index can also be determined
from long-time rainfall data. This was done for
all the station rainfall records abstracted for
development of the iso-erodent map.

On the basis of monthly distribution of the
erosion index, the 37 States of figure 1 were
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divided into 33 geographic areas shown in figure
4. For practical purposes, its monthly distri-
bution may be considered uniform throughout any
one of these areas but different from monthly
distribution in any of the other 32 areas. Actu-
ally, the changes in distribution are usually
gradual transitions from one area to another
rather than abrupt changes at the area bound-
aries. Therefore, wide differences between aver-
age distributions within two adjacent areas are
often not apparent. However, at some part of
the distribution curve, the difference is sufficient
to affect C-value derivations for some cropping
systems. For widely separated geographic areas,
differences in the erosion-index distributions are
much more apparent.

The erosion-index distribution curve applicable

..oooooo

WXL AR
0000.0.0.0‘0.0. AT ..0000>
beososo "X XX AR
ooooooo..o 2 o.o.o. -,

in each of the 33 subareas of figure 4 is shown in
figures 5 to 21, respectively. The numbers of the
plotted curves in these figures correspond with
the area numbers shown on the key map, figure
4. Average monthly erosion-index values were
expressed as percentages of average annual val-
ues and plotted cumulatively against time. Thus,
the percentage of the annual erosion index that
is to be expected within any particular crop stage
period may be found by reading the curve at the
last and first date of the period and subtracting.

Procedure for Deriving Rotation C-Values for
a Particular Locality

To compute the value of C for any particular
rotation on a given field, one needs first to deter-
mine the most likely seeding and. harvest dates

- .
——ypsnee

4

,

Ficure 4.—XKey map for selection of applicable erosion-index distribution curve.
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F1gURE 21 .~ Erosicu-index distribution curve 33: Connecticut, Rhode Isiand and parts of Massachusetts, New
Hampshire, and Maine,

method of seedbed prepsration and residue man-
agement; and average crop yields including bay
expected with this system on the soil involved and
with the contemplated management. Tables 2 to
4 and figures 4 to 21 then supply the research
data needed to complete the computation. The
procedure will be explained by means of an
example.

Problem.—Evaluate C for a 4-year rotation of
wheat-with-meadow-seeding, meadow, corn, corn
in central Indiana: (1) with conventional tillage
and average production of 45 bushels of wheat, 4
tons of hay, and 100 bushels of corn per acre; (2)
with minimum tillage and similar crop yields; and
(3) with conventional tillage and vield averages of
only 12 to 15 bushels of wheat, 2 tons of hay, and
40 to 55 bushels of corn. Assume that the mead-
ow is a mixture of grass and legume, such as alfalfa
and brome or timothy and clover; that crop resi-
dues are left on the field; that cornstalks are
plowed under about May 1 for corn planting or
disked for wheat seeding about October 10; and
that wheat is harvested about July 10.

Procedure.—Set up a working table such as that

lustrated in table 5, obtaining the needed
information as follows:

Column 1 lists in chronological sequence all
seeding and harvest dates (other than hay)
involved in the rotation.

Column 2 lists the beginning date of each
successive crop-stage period. A seeding date
begins crop stage period 1. By definition, period
2 begins 1 month later, period 3 begins 2 months
after seeding (except for winter grain), period 4
begins with crop harvest, and period F with the
date of moldboard plowing. The meadow period
begins 2 months after wheat harvest and extends .
to plowing date. Thus, all the dates in column 2
are determined by the locational seeding and
harvest dates. :

Column 3 records values read from the ap-

pro;l)lriat,e erosion-index distribution curve.
4 shows that the curve applicable in central
Indiana is No. 16. This curve appears in figure 12.
The curve is read for each successive date listed
in column 2, adding one to the ‘hundreds”
column each time January 1 is passed.

Column 4 identifies the ecropstage period
ending with the date shown on that line.
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Column 5 lists the percentage of the erosion
index applicable to each successive crop-stage
period. The values are differences between
successive curve readings recorded in column 3.

Column 6 lists the soil-loss ratio indicated in
table 2, page 12, for the specific conditions and
crop-stage period represented by each line in the
working table. The numbers in parentheses
indicate the lines in table 2 from which the values
were taken.

The crop yield figure for entering table 2 1s the
expected average yield, not the yield attainable in
the most favorable years. If the likelihood of
meadow failure is significant, a yield figure well
below the expected average is appropriate.  From
an erosion viewpoint, the adverse effects of a
meadow failure 1n a rotation far outweigh the
gains from occasional exceptionally good meadows.

All row-crop values in the table that are not
otherwise identified assume moldboard plowing,
smoothing for seedbed, and cultivation after
emergence.

The F period precedes the crop year with which
it is associated in the table. For example, the

value for rough fallow after first~year corn appears
in the line for second-year corn.

Column 7 is self-explanatory. (The decimals
in this column derive from the percentage values
in columuns 5 and 6.)

Column 8 subtotals {or the different crops in-
dicate where in the rotation most of the erosion
is occurring and help to suggest where additional
conservation measures could be most helpful in
reducing erosion. The total for this column,
divided by the number of years in the rotation,
is the ¢ value for this rotation under the conditions
assumed in columns 1 to 6.

Columns 9 and 10 replace column 6 when
solving parts 2 and 3 of the problem.

The first eight columns complete part 1 of the
problem. QOnly the addition of columns 9 and
10 is needed to derive ' values for the manage-
ment levels specified in parts 2 and 3. Wheel-
track planting (part 2) reduced the value of
from 0.119 to 0.075, a 37-percent reduction.
A productivity level as low as that specified in
part 3 would increase the O value for the rotation
to 0.186, an increase of 56 percent. Expecied

TasLE 5.—Working table for derivation of C value for 4-year rotation in central Indiane

(1; (2) (3) (4) (5) (6) (7) (8) (9) (10)
Readings [. Crop- EI Soil-loss | Column | Value Soil-loss Soil-loss
Operation Date |from curve| stage in ratio 12 | 5 times of C ratio 2# ratio 24
No. 16 period | pericd col. 6
Pct. Pt Pet. Pt Pt
PLWo 10/10 £ N (RN DAURURURPRUNPUUN SNSRI FRNUURPUUEE N U ORI
11/10 96 | Wi 5 | 32(93) 0. 0160 32(93) 53(95)
5/1 114 | W2 18 | 19 . 0342 19 35
HvW._ ___ . __ 7/10 153 | W3 39 5 . 0195 5 15
9/10 183 | W4 30| 3 . 0090 | 0. 0787 3 3
9/10 283 | M 100 . 4(122) 0040 .4 . 6(121)
TP . 5/1 314 | M 31 .4 . 0012 | . 0052 .4 .6
PlL Co o _____ 5/20 321 | F 71 8(1) L0056 | 0 o= 15(5)
6/20 339 | C1 18 | 25 . 0450 8(8) 32
7/20 359 | C2 20 | 17 . 0340 8 30
HvC_ .. 10/15 392 | C3 33| 10 0330 . 1176 6 19
TP ol 5/1 414 | C4 22 | 15 0330 | .0330 [ 15 30
Pl Co . 5/20 421 | F 7 | 25(13) L0175 | |eaooooooC 42(16)
6/20 439 | C1 18 | 48 . 0864 25(19) 57
7/20 459 | C2 20 | 37 . 0740 25 49
LWl 10/10 491 | C3 32| 20 . 0640 | . 2419 12 28
Rotation total,
4dyears_______ ___|oo e |oe_o 400 ||l _ . 4764 5.3005 | 5.7438
Annual average C
value for rota-
tion . _ || e e . 119 6. 075 6.186

I For 45 bu. wheat, 4 tons hay, 100 bu. corn per acre,
conventional seedbed and tillage.

2 Numbers in parentheses refer to line numbers in
table 2.

3 Same yields as for column 6, except minimum tillage
for the corn.

4+ For 12 to 15 bu. wheat, 2 tons hay, 40 to 55 bu. corn,
conventional tillage.

5 Sum of the products of EI increments (col. 5) and
corresponding soil-loss ratios.

6 Rotation total divided by number of years in the
rotation.
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soil loss from the field would be increased by the
same percentage.

The C values computed for the rotation in
the example are directly applicable only within
area 16 of figure 4. For other areas or other
seeding dates, the values in columns 3 and 5 of
table 5 are different and the C value for the same
rotation in other areas may be either larger or
smaller.

It should be pointed out here that all these
detailed computations are not required of each
farm field. The procedure and basic data for der-
ivation of the C values are provided primarily
to enable computation of ready-reference hand-
book tables of values applicable in specific States
or geographic areas. Knrowledge of the procedure
will, however, lead to a better understanding of
the significance of such tables and will permit
field computation of values for unusual situations.

The Erosion-Control Practice
Factor (P)

In general, whenever sloping soil is to be cul-
tivated and exposed to erosive rains, the protec-
tion offered by sod or close-growing crops in the
system needs to be supported by practices that
will slow the runoff water and thus reduce the
amount of soil it can carry. 'The most important
of these supporting practices for cropland are con-
tour tillage, stripcropping on the contour, ter-
race systems, and stabilized waterways. The fac-
tor P in the erosion equation is the ratio of soil
loss with the supporting practice to the soil loss
with up-and-down-hill culture. Improved tillage
practices, sod-based rotations, fertility treatments,
and greater quantities of crop residues left on
the field contribute materially to erosion control
and frequently provide the major control in a
farmer’s field. However, these are considered con-
servation cropping and management practices, and
the benefits derived from them are included in
the factor C. )

Contouring

The practice of tillage and plunting on the con-
tour have been, in general, effective in reducing
erosion. In limited field studies, the practice pro-
vided almost complete protection against erosion
from individual storms of moderate to low in-
tensity, but it provided little or no protection
against the occasional severe storms that caused
extensive breakovers of the contecured rows. Con-
touring appears to produce its maximum average
effect on slopes in the 3- to 7-percent range. As
land slope decreases, it approaches equality with
the contour row slope, and the soil-loss ratio ap-
proaches 1.0. As slope increases, contour row
capacity decreases and the soil-loss ratio again
approaches 1.0.

Practice-Factor Values for Contouring.—After
available data and observations were considered,
a joint ARS-SCS-AES slope-practice workshop
group meeting at Purdue University in 1956
adopted the values of P shown in table 6.

TaBLE 6.—Practice factor values for contouring

Land slope (percent) P value
1.1 t0 2 o 0. 60
2.1 60 7 e . 50
7.0t0 12 .l . 60
12.1t0 18 . ool . 80
18.1t0 24 . .90

These are average values for the factor. Lo-
cation values may vary with soil type, cropping,
residue management, and rainfall pattern.

The full benefits of contouring are obtained only
on fields relatively free from gullies and depres-
sions other than grassed waterways. The effec-
tiveness of this practice is reduced if a field con-
tains numerous small gullies and rills that are not
obliterated by normal tillage operations. In such
instances, land smoothing should be considered
before contouring. Otherwise, a judgment value
greater than shown in table 6 shou{d be used when
computing the benefits for contouring.

Contour Listing.—Contour listing, with the corn
planted in the furrows, has been more effective
than surface planting on the contour (§). How-
ever, the additional effectiveness of this practice
is limited to the time from the date of listing
to that of the second corn cultivation. The
soil-loss ratios (table 2) that apply to this
period may be reduced 50 percent in addition to
reduction supplied by the contour factor. The
additional credit does not apply after the lister
ridges have been largely obliterated by two corn
cultivations. ' .

A similar analysis would apply to commercial
potato production where the potato rows are on
the contour, except that in this case the 50-per-
cent reduction would be applied only from lay-
by time to potato harvest.

Slope-Length Limits for Effective Contouring.—
When rainfall exceeds infiltration and surface
detention in large storms, breakovers of contour
rows often result in concentrations of runoff that
tend to become progressively greater with in-
creases in slope length. Therefore, on slopes
exceeding some critical length the amount of
soil moved from a contoured field may approach
or exceed that from a field on which each row
carries its own runoff water down the slope.
At what slope length this could be expected to
occur would depend to some extent on gradient,
soil properties, management, and storm charac-
teristics. Terraces or the sod strips in a contour
stripcrop system function to prevent serious
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erosion damage when excessive row breakage
oceurs,

After the 1956 slope-practice workshop, the
Soil Conservation Service prepared ready-refer-
ence tables for use with the Corn Belt slope-
practice procedure. The values shown in table 7
were given as guides to slope-length limits for
effective contouring. These are judgment values.
Research data are not now available to verify
or correct them. It is important to bear in
mind, however, that the contour factor values
given in table 6 assume slope lengths short
enough for full effectiveness of the practice. Use
of these values for estimating soil loss on unter-
raced slopes that are several terrace intervals in
length is speculative.

TaBLE 7.—Length limits for contouring

Mazximum
slope
length

Slope (percent)

Feet

Contour Stripcropping

Stripcropping, a practice in which contour
strips of sod are alternated with strips of row
crop or small grain, has proved to be a more
effective practice than contouring alone. A good
example is found in the Mormon Coulee near
LaCrosse, Wis., where some fields are reported to
have been cropped in strips for more than 70
years. Where the strips were on the contour, or
nearly so, good erosion control was accomplished.
Where the strips were 5 percent or more off
contour, very high soil losses have occurred due
to_the flow of runoff down the rows at high
velocities.

Observations from strizcrop studies indicated
that much of the soil washed from a cultivated
strip was filtered out of the runoff as it spread
within the first several feet of the adjacent sod
strip. Thus, the stripcrop factor, derived from
soil-loss measurements at the foot of the slope,
accounts for off-the-field movement of soil but
not for all movement within the field.

Practice Factor for Contour Stripcropping.—Af-
ter review of available data and field observations,
the ARS-SCS Workshop group meeting at Pur-
due in 1956 decided to compute the contour-
stripcrop factor as one-half of that for contouring
alone (table 6). This value was to apply with
the alternate grain-and-meadow strip system pos-
sible with a 4-year rotation of corn, small-grain,

meadow, meadow, with the meadow established in
the small grain. Strip guidelines were to be level.
With less effective stripcrop systems, larger fac-
tor values are recommended.

With a cropping system such as a 4-year system
of small grain, meadow, and 2 years of row crop,
the contour factor value should probably be about
75 percent of the value in table 6 for contouring
alone. Alternate strips of fall-seeded grain and
row crop were effective on relatively flat slopes
in Texas (3), but alternate strips of spring-seeded
grain and corn on moderate to steep slopes have
not appeared to provide significant erosion con-
trol benefits beyend those attained with contouring
alone. For such systems the contour values are
recommended.

Buffer stripcropping consists of narrow pro-
tective strips alternated with wide cultivated
strips. The location of the protective strips is
determined largely by the width and arrangement
of adjoining strips to be cropped in the rotation
and by the location of steep, severely eroded areas
on slopes. Buffer strips usually occupy the correc-
tion areas on sloping land and are seeded to pe-
rennial grasses and legumes. This type of strip-
cgopp%g)g is not so effective as contour stripcrop-

ing (2).

P Width of Strips With Contour Striperopping.—
The strip widths shown in table 8 were recom-
mended by the 1956 slope-practice workshop.

TaBLE 8.—Strip widths recommended for contours

Slope group (percent) Width of

strip
Feet

240 7o e 88 to 100

Tto 12 _ o ___ 74 to 88

12t0 18 . 60 to 74

18to 24 _ . o ______ 50 to 60

Terracing

Terracing with contour farming is more effective
as an erosion-control practice than stripcropping,
because it positively divides the slope into
segments equal to the horizontal terrace spacing.
With terracing, the slope length is this terrace
interval; with stripcropping or contouring alone,
it is the entire field slope length. Dividing a slope
length into four equal segments cuts the expected
rate of soil loss per acre in half. Dividing it into
six equal segments divides the soil-loss rate by 2.45.
These reductions are reflected in the erosion
equation by changes in the LS factor value.

Both with terracing and with contour strip-
cropping, measured soil losses have included
only soil moved completely off the field. The
soil saved with contour stripcropping is largely
that deposited in the sod strip. With terracing,
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the deposit is in the terrace channel and may
equal 90 .percent of the soil moved to the channel
(28). The slope-practice workshop group in
1956 decided to use neither the off-the-field soil-
loss rate nor that for soil movement within the
terrace interval, but a rate that shows a part of
the soil deposited in the channels as not lost.
The group recommended a terracing practice
factor value equal to the one for contour strip-
cropping.

If all furrow slices between the terraces were
turned up slope periodically with a two-way plow,
most or all of the soil washed into the terrace
channel would be effectively moved back up the
slope and a factor value based on the off-the-
field rate of loss could be safely applied. Limited
data indicate the terrace factor in this ¢ase should
be about 20 percent of that for contouring. Butin
most farming operations, conventional plows are
used and the soil deposited in the terrace channel
is not returned to the interterrace interval to
help maintain soil productivity.

It is logical to assume that the total movement
of soil within a terrace interval is equal to that
with contouring alone on the same length and
percentage of slope. Erosion control between

FIELD APPLICATIONS OF

The primary purpose of the soil-loss predic-
tion procedure described in this handbook is to
provide specific and reliable guides to help select
ade%uate soil and water conservation practices
for farm fields. Where agricultural lands are a
major sediment source, the procedure may also
be used to compute this phase of sediment pro-
duction in predicting rates of reservoir sedi-
mentation. Specific applications of the erosion
equation are discussed and illustrated below.

Predicting Field Sil Loss
Rotation Averages

The procedure for computing the expected
average annual soil loss from a given cropping
system on a particular field is illustrated by the
following example.

Assume a field in Fountain County, Ind., on
Russell silt loam, having an 8-percent slope about
200 feet long. The cropping system is a 4-year
rotation of wheat, meadow, corn, corn with
tillage and rows on the conteur and with corn
residues disked for wheat seeding and turned
under in spring for second-year corn. Fertility
and residue management on this farm are such
that crop yields are rarely lese than 85 bushels
corn, 40 bushels wheat, or 4 lons alfalfa-brome
hgyl,1 and the probability of meadow failure is

& .

e first step is to refer o the charts and

terraces depends upon the crop rotation and other
management practices. Therefore, if a control
level is desired that will maintain soil movement
between terraces within the soil-loss tolerance
limit, the practice factor for terracing should equal
the contour practice factor.

However, if the erosion equation is used to
compute gross erosion for estimates of reservoir
sedimentation rates, a terracing practice factor
equal to 20 percent of the contour factor values
shown in table 6 is recommended. The reason
for this lower value is that the soil deposited in
the terrace channels, although lost from the terrace
interval, does not leave the field completely to
enter into the established drainageways.

Limitations

The rainfall-erosion index measures only the
erosivity of rainfall and associated runoff. There-
fore, the equation does not predict soil loss that
is ‘due solely to thaw, snowmelt, or wind. In
areas where such losses are significant, they must
be estimated separately and combined with those
predicted by the equation for comparison with
soil-loss tolerances.

THE SOIL-LOSS EQUATION

tables discussed in the preceding section and to
select the values of R, K, LS, C, and P that
apFly to the specific conditions on this particular
field.

The value of the rainfall factor, R, is taken
from figure 1, page 6. Fountain County, in
west-central Indiana, lies between iso-erodents
175 and 200. By linear interpolation, R=185.

The value of the soil-erodibility factor, K, is
taken from table 1, page 5, supplemented by
K-value tables prepared at regional Soil-Loss
Prediction Workshops.® Soil scientists in the
North Central States consider Russell silt loam
equal in erodibility to Fayette silt loam, for
which table 1 lists K=0.38.

The slope-effect chart (fig. 2, p. 8), shows that,
for an 8-percent slope, 200 feet long, LS=1.41.

Figure 4 (p. 17), shows that Fountain County is
within the geographic area to which erosion-index
distribution curve No. 16 applies. Using curve
No. 16, figure 12, and soil-loss ratios taken from
table 2 (p. 12) or table 4 (p. 16), compute the ¢
value for the rotation by the ure illustrated
in table 5 (p. 35). For the productivity level and
management practices assumed in this example,
factor C for a W-M-C-C rotation in area 16 was
shown in table 5 to equal 0.119.

Table 6 (p. 36) shows a practice-factor value of
0.6 for contouring on 8-percent slope, and table 7

* Bee footnote 3, p. 2.






